
FOAM-EX

Technical Informaon

Applicaon and Dosing

Dose in relaon to
applicaon and fill
directly into the
device.

Large areas: can
be applied in auto-
scrubbers in the waste
water tank.

1-
10

 m
L/

L put in the waste water
tank or directly into
sucon hose.

Defoamer
■ Economical ■ An-foaming

Product profile
■ FOAM-EX avoids foaming in waste water tank of extracon devices, water vacuums and autoscrubbers and destroys

foam from surfactants and soap residues. Interrupons will be reduced.
■ FOAM-EX becomes  creamy when it´s mixed up with water, thus strengthening the effect.
■ FOAM-EX is economical in consumpon because it is strongly dilutable.

Area of applicaon
■ FOAM-EX is suitable for all waste water containers of spraying extracon devices, water vacuums and autoscrubbers

as well as for injectors, which are connected upstream to waste water containers.

Ingredient declaraon
For the ingredients list, please see the Safety Data Sheet

Sustainable development and producon

Product safety, storage and environmental instrucons
Safety: For professional use only. For further informaon see Safety Data Sheet.
Storage: Store at room temperature in the original container. Keep from freezing.
Environmental: Only give completely emped packaging to a special waste disposer.

Sales units

Order No. 713891  2 x 5 L

pH-Value 8
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