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Application and Dosing

20 ml

2,5-5 mL/L
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Dose in relation to
application and degree
of soil. Follow below
instructions.

Floor cleaning: wipe
floor wet or damp.

Open floor surfaces:
can be applied in auto-
scrubbers.

Manual floor
cleaning: mop the
floor with a clean
mop.

can be used in warm &
steam ovens or grills.

Technical Information

GREASE superclean C

Concentrated multi-purpose kitchen cleaner
® Universal use ® Easy to rinse ® Gentle to surfaces

Product profile

= GREASE superclean C can dissolve all kinds of stubborn dirt and is universally useable.

= GREASE superclean C does not leave smeary residues for uniform results.

= GREASE superclean Cis easy to use and also cost and space saving thanks to its high concentrated formulation in
dosing bottle.

= GREASE superclean C is gentle on surfaces and preserves the materials for a longer life span.

= Because of its light perfume, GREASE superclean C is pleasant to use.

Area of application

= GREASE superclean C is suitable for all waterproof floors and furnishings in food processing areas.
= GREASE superclean C can be used with a cleaning and high pressure equipment.

= GREASE superclean C is not suitable for unsealed wood.

Ingredient declaration
For the ingredients list, please see the Safety Data Sheet

Sustainable development and production
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Product safety, storage and environmental instructions

Safety: For professional use only. For further information, see Safety Data Sheet.
Storage: Store at room temperature in the original container.

Environmental: Only give completely emptied packaging to special waste disposer.

Sales units Your trusted partner on site
Order No. 712947 6x2Lbag

Order No. 712949 4 x2 L bottle

Order No. 712950 4 x2 L bottle
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