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Application and Dosing

Dose in relation to
application and degree
of soil. Follow below
instructions.
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c. Deep cleaning: apply

on the floor, leave for
10 min.

clean the floor with
a single disc machine
and a green pad or a
scrubbing brush.

remove the dirt and
old polymer layers
using a water-suction
cleaner. Rinse with
clean water.
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L Intensive cleaning:

can be applied in auto-
scrubbers.

Universal stripper
■ Powerful ■ Versatile ■ Easy application

Product profile
■ LINAX amonia is easy to use and leads to efficient cleaning results.
■ LINAX amonia is perfectly suitable for sensitive floorings like linoleum and rubber.
■ It is an universal floor stripper with amonia.
■ With the help of its versatility, LINAX amonia removes old and hard worn wax and polymer films.
■ LINAX amonia is quickly applicable.

Area of application
■ LINAX amonia is an universal stripper and is suitable on all water-resistant floorings. Especially suitably on all elastic

floor materials such as PVC, linoleum, caoutchouc and other special plastic / rubber materials as well as on hard
floors.

■ Not to be used on unsealed wooden floors, laminate and cork.

Ingredient declaration
For the ingredients list, please see the Safety Data Sheet

Sustainable development and production

Product safety, storage and environmental instructions
Safety: For professional use only. For further information see Safety Data Sheet.
Storage: Store at room temperature in the original container.
Environmental: Only give completely emptied packaging to a special waste disposer.

Sales units

Order No. 404744  1 x 10 L

pH-Value 11

Your trusted partner on site


