
NOWA MR 750

Technical Informaon

Applicaon and Dosing

Dose in relaon to
applicaon and degree
of soil. Follow below
instrucons.
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/L Surface cleaning:
Apply directly on
surface and let work
on 10 to 30 min.

Ideal for cleaning of
skewers.

Chlorine free high alkaline cleaner
■ Surfactant-free ■ Suitable for CIP ■ All water types

Product profile
■ NOWA MR 750 is an effecve cleaner which removes self-acng protein, grease and oil incrustaons.
■ It is suitable for cleaning of deep fryers, band fryers, cuer machine tanks and pipes.
■ NOWA MR 750 is remarkably effecve even at extremely high water hardness.
■ It can be used as alkaline booster for automac dishwashers.

Area of applicaon
■ For cleaning on all kinds of surfaces that are largely tolerant to alkaline products in food-processing locaons and

food-curing facilies.
■ NOWA MR 750 can be used with high or low pressure machines as well as computer-controlled CIP-equipments.
■ It can be applied at temperatures of 70-85° C and an exposure me of 10 to 30 minutes. Rinse thoroughly with clear

water.

Ingredient declaraon
For the ingredients list, please see the Safety Data Sheet

Sustainable development and producon

Product safety, storage and environmental instrucons
Safety: For professional use only. For further informaon, see Safety Data Sheet.
Storage: Store at room temperature in the original container. Keep from freezing.
Environmental: Only give completely emped packaging to special waste disposer.

Sales units

Order No. 712960  1 x 20 L

pH-Value 1 % 13
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