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Application and Dosing

Dose in relation to
application and degree
of soil. Follow below
instructions.

10
0 

m
L/

L Shampoo the carpet:
do not use hot water.
Foam is needed before
brushing the carpet.

20
 m

L/
L Spray cleaning: after

shampoo and spray
cleaning vacuum the
carpet thoroughly.

Cleaner for shampooing and spray extraction
■ Fibre-deep cleaning ■ Revives colours

Product profile
■ Powerful and versatile TUBA universal leaves no sticky residues and delays re-soiling of the textile surface.
■ TUBA universal  contains no optical  brightener or bleach.
■ TUBA universal is suitable for all shampooing machines and spray extraction devices.
■ Its active ingredients  dissolves fat, dirt, grease and even stubborn sticking soiling.
■ TUBA universal is material –friendly product which helps to prolong surface’s durability and achieves perfect results.

Area of application
■ Natural and synthetic fabric of all kinds such as carpets and textile fabrics of wool, cotton, viscose, silk, polyamide,

acrylic, polyester, polypropylen etc. Problem-free used on suede, loop and needle-felt carpets.

Ingredient declaration
For the ingredients list, please see the Safety Data Sheet

Sustainable development and production

Product safety, storage and environmental instructions
Safety: For professional use only. For further information see Safety Data Sheet.
Storage: Store at room temperature in the original container. Keep from freezing
Environmental: Only give completely emptied packaging to a special waste disposer.

Sales units

Order No. 403279  1 x 10 L

pH-Value 8
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